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M002AB
alu black

M002A
alu silver

3 sections, 2 risers
ø 40-35-30 mm  
Leg ø: 22 mm

M002SB
steel black

M002SCP
steel chrome plated

3 sections, 2 risers
ø 40-35-30 mm  
Leg ø: 22 mm

M002

Minimum height: 130 cm
Maximum Height: 335 cm
Closed length: 130 cm
Footprint ø: 130 cm
Maximum load: 15 kg
Weight: 5,5 kg
Spigot: Type 7
Wheels: available
One levelling leg

Minimum height: 130 cm
Maximum Height: 335 cm
Closed length: 130 cm
Footprint ø: 130 cm
Maximum load: 40 kg
Weight: 8,5 kg
Spigot: Type 7
Wheels: available
One levelling leg

p r o f e s s i o n a l  l i g h t i n g  s u p p o r t s
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M032

M032AB
alu black

2 sections, 1 riser
ø 30-25 mm

Minimum extension: 105 cm
Maximum extension: 180 cm
Closed length: 105 cm
Maximum load: 5 kg
Weight: 1,5 kg 
Spigot: Type 1

p r o f e s s i o n a l  l i g h t i n g  s u p p o r t s
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M029AB
alu black

3 sections, 2 risers
ø 28-25-22 mm

Minimum extension: 115 cm
Maximum extension: 300 cm
Closed length: 115 cm
Maximum load: 5 kg
Weight: 0,5 kg 
Spigots on both ends: Type 4

M029/030

M030

transport kit bag

p r o f e s s i o n a l  l i g h t i n g  s u p p o r t s
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M031
transport kit:

n.1 Telescopic pole code 029
n.2 Stand code 007

n.1 Trasport bag kit code 030

M031

p r o f e s s i o n a l  l i g h t i n g  s u p p o r t s
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PROFESSIONAL          
LIGHTING      

SUPPORTS      
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M500SCP
steel chrome plated

M500SB
steel black

3 sections, 2 risers
ø 35-30-25 mm
Leg: 22x22 mm

Minimum height: 105 cm
Maximum Height: 225 cm
Closed length: 95 cm
Footprint ø: 90 cm
Maximum load: 25 kg
Weight: 5 kg 
Spigot: Type 4
Wheels: available
Levelling leg: available

M500

p r o f e s s i o n a l  l i g h t i n g  s u p p o r t s
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M 160Z
zinc steel

M 160X
stainless steel

M 160SCP
steel chrome plated

3 sections, 2 risers
ø 35-30-25 mm
Leg ø: 22 mm

Minimum height: 120 cm
Maximum Height: 290 cm
Closed length: 100 cm
Footprint ø: 110 cm
Maximum load: 20 kg
Weight: 5 kg 
Spigot: Type 4
Wheels: available
One levelling leg

M160

p r o f e s s i o n a l  l i g h t i n g  s u p p o r t s
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M190SB
steel black

4 sections, 3 risers
ø 35-30-25-20 mm

Leg ø: 22 mm

Minimum height: 135 cm
Maximum Height: 415 cm
Closed length: 115 cm
Footprint ø: 130 cm
Maximum load: 25 kg
Weight: 6,2 kg 
Spigot: Type 3
Wheels: available
One levelling leg

M190

p r o f e s s i o n a l  l i g h t i n g  s u p p o r t s
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M120AB
alu black

3 sections, 2 risers
ø 35-30-25 mm
Leg: 22x22 mm

Minimum height: 115 cm
Maximum Height: 270 cm
Closed length: 95 cm
Footprint ø: 130 cm
Maximum load: 11 kg
Weight: 3,6 kg 
Spigot: Type 4
Wheels: available
Levelling leg: available

Minimum height: 90 cm
Maximum Height: 335 cm
Closed length: 90 cm
Footprint ø: 95 cm
Maximum load: 9 kg
Weight: 2,5 kg 
Spigot: Type 4
Wheels: available
Levelling leg: available

M120/130

M130AB
alu black

4 sections, 3 risers
ø 35-30-25-20 mm

Leg: 22x22 mm

p r o f e s s i o n a l  l i g h t i n g  s u p p o r t s
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M200SCP
steel chrome plated

M200AB
alu black

2 sections, 1 riser
ø 50-40 mm

Leg: 30x30 mm

Minimum height: 90 cm
Maximum Height: 135 cm
Closed length: 80 cm
Footprint ø: 90 cm
Maximum load: 30 kg SCP - 25 kg AB
Weight: 6 kg SCP - 4 kg AB
Spigot: Type 1
Wheels: available
One levelling leg

M200/210

Minimum height: 100 cm
Maximum Height: 200 cm
Closed length: 90 cm
Footprint ø: 90 cm
Maximum load: 30 kg SCP - 25 kg AB
Weight: 7 kg SCP - 5 kg AB
Spigot: Type 1
Wheels: available
One levelling leg

M210SCP
steel chrome plated

M10AB
alu black

3 sections, 2 risers
ø 50-40-35 mm
Leg: 30x30 mm

p r o f e s s i o n a l  l i g h t i n g  s u p p o r t s
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M220SCP
steel chrome plated

M220AB
alu black

4 sections, 3 risers
ø 50-40-35-30 mm

Leg: 30x30 mm

Minimum height: 170 cm
Maximum Height: 410 cm
Closed length: 145 cm
Footprint ø: 135 cm
Maximum load: 40 kg SCP - 30 kg AB
Weight: 13 kg SCP - 8 kg AB
Spigot: Type 1
Wheels: available
One levelling leg

M220/230

Minimum height: 160 cm
Maximum Height: 325 cm
Closed length: 135 cm
Footprint ø: 135 cm
Maximum load: 40 kg SCP - 30 kg AB
Weight: 10 kg SCP - 6 kg AB
Spigot: Type 1
Wheels: available
One levelling leg

M230SCP
steel chrome plated

M230AB
alu black

3 sections, 2 risers
ø 50-40-35 mm
Leg: 30x30 mm

p r o f e s s i o n a l  l i g h t i n g  s u p p o r t s
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M140SCP
steel chrome plated

M140SB
steel black

4 sections, 3 risers
ø 50-40-35-30 mm

Leg: 30x30 mm

Minimum height: 199 cm
Maximum Height: 570 cm
Closed length: 195 cm
Footprint ø: 200 cm
Maximum load: 40 kg
Weight: 17 kg 
Spigot: Type 1
Wheels: available
One levelling leg

Minimum height: 250 cm
Maximum Height: 810 cm
Closed length: 205 cm
Footprint ø: 200 cm
Maximum load: 30 kg
Weight: 20 kg 
Spigot: Type 1
Wheels: available
One levelling leg

M140/150

M150SCP
steel chrome plated

M150SB
steel black

5 sections, 4 risers
ø 50-40-35-30-25 mm

Leg: 30x30 mm

p r o f e s s i o n a l  l i g h t i n g  s u p p o r t s
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M321 - 40”
M323 - 30”
M325 - 20”

steel chrome plated
3 sections, 2 risers
ø 35 - 30 - 25 mm

Leg ø: 25 mm
fix leg

M321

Minimum height: 130 cm
Maximum Height: 320 cm
Closed length: 120 cm
Footprint ø: 95 cm
Maximum load: 10 kg
Weight: 4,5 kg
Spigot: Type 6

M321/323/325

M325

Minimum height: 80 cm
Maximum Height: 170 cm
Closed length: 80 cm
Footprint ø: 95 cm
Maximum load: 8 kg
Weight: 4 kg
Spigot: Type 6

M323

Minimum height: 110 cm
Maximum Height: 250 cm
Closed length: 100 cm
Footprint ø: 95 cm
Maximum load: 10 kg
Weight:4,5 kg
Spigot: Type 6

p r o f e s s i o n a l  l i g h t i n g  s u p p o r t s
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M320 - 40”
M322 - 30”
M324 - 20”

steel chrome plated
3 sections, 2 risers
ø 35 - 30 - 25 mm

Leg ø: 25 mm
one levelling leg

M320

Minimum height: 130 cm
Maximum Height: 325 cm
Closed length: 120 cm
Footprint ø: 95 cm
Maximum load: 10 kg
Weight: 4,5 kg
Spigot: Type 6

M320/322/324

M324

Minimum height: 80 cm
Maximum Height: 170 cm
Closed length: 80 cm
Footprint ø: 95 cm
Maximum load: 8 kg
Weight: 4 kg
Spigot: Type 6

M322

Minimum height: 110 cm
Maximum Height: 250 cm
Closed length: 100 cm
Footprint ø: 95 cm
Maximum load: 10 kg
Weight: 5,5 kg
Spigot: Type 6

p r o f e s s i o n a l  l i g h t i n g  s u p p o r t s
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M330 - 40”
steel chrome plated

M330X - 40”
stainless steel

1 section ø 16 mm
length: 1020 cm
weight: 1,65 Kg

M331 - 20”
steel chrome plated

M331X - 20”
stainless steel

1 section ø 16 mm
length: 510 cm
weight: 1,3 Kg

M330/331

p r o f e s s i o n a l  l i g h t i n g  s u p p o r t s
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M335

weight: 0,65Kg
Spigot: Type 4

M335

p r o f e s s i o n a l  l i g h t i n g  s u p p o r t s
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M019
Maximum load: 25 kg
Weight: 0,8 kg
Spigot: Type 6
+ 5/8” hexagonal socket

M019 

85 98

315

98

85

p r o f e s s i o n a l  l i g h t i n g  s u p p o r t s
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M018 

85 98

315

98

M018
Maximum load: 30 kg
Weight: 0,4 kg
Spigot: Type 6

M018L
Maximum load: 25 kg
Weight: 0,6 kg
Spigot: Type 6

85 98

220

98

85

85 98

280

98

85

p r o f e s s i o n a l  l i g h t i n g  s u p p o r t s
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ADAPTERS

p r o f e s s i o n a l  l i g h t i n g  s u p p o r t s

code M061
female adaptor
5/8” to 17 mm

code M060
5/8” stud with 1/4” W and

3/8” W threads

code M063
28 mm plate stud with

M10 thread

code M063-01
28 mm plate stud with

M12 thread

code M064
28 mm stud with

M10 thread

code M064-01
28 mm stud with

M12 thread
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ADAPTERS
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